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Product Data Sheet
CONFLEX™ FITTINGS

ICORE’s Conflex™ fittings are designed to FITTING SELECTION
provide a quick, reliable method for terminating
Conflex™ conduits. They are not designed for
use with lcore's System 50™ conduits,

Type 6060 Mates To:
Conflex™ fittings are totally field installable a
without the need for any power driven equip-
ment. The end of the conduit Is captured
between an internal adapter and an external MIL-C-50154, B :
collar. Both of these are hand threaded into MIL-C-26482 Series 1
(and onto) the helically convaluted tubing. A 45° Elbow
tapered tubing expander is recommended to 90° Elbow
size the end of the conduit prior to installing the Y Transitions
intemal adapter. Bulkhead Adapters
Since the 1.D. of the fittings is the same as that
of the tubing, there is no need fo compensate
for any diameter restrictions.

Type 6430 Mates To:

Eranches are made by using the transitions
found in the System 50™ section of this
manual. The Conflex™ end fittings of the
"6060" type are mateable to all the System 50™
transitions.

This “field installable” design is particularly
useful for prototyping. Complete hamesses are
readily put together and changes made during
the mock-up phase. Once a final design is
reached the prototype harness can act as the
design standard for the production harnesses.

MIL-C-3B999 Series 1
MIL-C-3B999 Series 2

Type 6450 MatesTo:

MIL-C-26482 Series 2

MIL-C-83723
MIL-C-81703
A cross reference between Conflex™ fitting MIL-C-5018 Crimp
part numbers and the corresponding System MIL-C-27599
50™ part numbers is provided in this section. NAS1539







