©O| ICORE Product Data Sheet

CONFLEX M - LOHAL

Conflex M - Lohal tubing is made from a zero

halogen, low smoke, high performance engineer- _
ing thermoplastic. It is manufactured according LD,
to the dimensions given below, \

Of all the Conflex tubings, Conflex M - Lohal Is
the lightest, most flexible and crush resistant.
The chemical resistance of Conflex M - Lohal is
also very good, only being susceptible to attack
by concentrated sulfuric or nitric acids.

BEND RADIUS

The combustion properties of Conflex M - Lohal

are exceptional. Smoke emission is the lowest

of any thermoplastic. The material is free of —0.0:
halogenated compounds and produces very little

toxic fumes during combustion, mostly carbon

dioxide and carbon monoxide.

1.D. 0.D. BEND WEIGHT
PART (NOMINAL) (NOMINAL) RADIUS (NOMINAL)

NUMBER _ IN MM IN MM (MIN.) LBS/FT
SCOE1-0-0-08 | 0.189 4.8 0.311 7.9 9/16 006
SCOE1-0-0-09 0.284 7.2 0.424 108 5/8 008
SCOE1-0-0-10 0.307 7.8 0.443 1.2 11/16 _ 008
SCOE1-0-0-12 0370 | 94 0.521 132 3/4 011
SCOE1-0-0-14 0433 | 11.0 0.584 149 13/16 | 013
SCOE1-0-0-16 0.492 12,5 0.650 165 7/8 013
SCOE1-0-0-20 0.622 15.8 0.780 19.8 i | 015
SCOE1-0-0-24 0.756 19.2 0.938 238 1"-1/4 ' 021
SCOE{-0-0-28 0.866 22.0 1.085 27.8 1"1/2 028
SCOE1-0-0-32 0.993 25.2 1.226 31.1 1"-3/4 035
SCOE1-0-0-40 | 1.243 31.6 1.523 887 | TBD 047

Standard Coler is Black

CONFLEX CONDUITS







