ICORE E]

ICORE's panel mounted connecior caps provide
maximum protection for MIL-SPEC connectors
routinely used on radios, test sets and other
electrical hardware. The neoprene construction
insures simple installation while eliminating metal
parts that may scratch or damage delicate equip-
ment. They are available in a full range of sizes to
fit any circular connector.

TYPICAL PROPERTIES

Materal ....conmiviimmnmaa i NECRIENE

BBl i e e e R Black

HAaMNESS ... vevivenrarersssisassssrasnsnsnnns 5085 Shore A

Temperalure Range ..o, 40°C 10 120°C

DIMENSIONS

| A B c
PART DIA. DIA. DIA.
NUMBER | REF. REF. REF.

350009-1 78 .50 | 96
35001041 .88 B0 | 1.06
3500111 1.00 T2 1.18
350012-1 1.12 B4 1.30
3500131 1.28 1.00 1.46
350014-1 1.44 1.16 1.62
500151 1.58 1.28 1.74
3500161 1.72 1.44 1.90
3500171 18 1.63 2,09
350018-1 2.08 1.81 2.27
350019-1 b | 43 .89
3500201 | 83 =t 1.01
a50021-1 | 4 B6 112
350022-1 1.06 i 1.24
3500231 1.20 .92 1.38
350024-1 1.34 1.06 1.52
350025-1 1.50 1.22 1.68
350026-1 1.64 1.38 1.82
350027-1 1.81 1.53 1.99
350028-1 2.00 1.72 2.18
350029-1 225 1.97 243
350030-1 2.50 222 2.68
350031-1 270 242 2,88
35003241 285 267 3.23
350083-1 3.20 242 a.38

Product Data Sheet
3500XX-1

PANEL MOUNTED
CONNECTOR CAPS

Rugged

. Low Cost
Non-Flammable
Anti-Fungal
Splash Tight

HEOPRENE DUST CAF
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CONNECTORS & ACCESSORIES







