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ICORE Test-Flex™ is a com-
posite conduil designed for a
variety of applications which
require mechanical strength,
flexibility and EMI shielding.

Specific applications for the
conduit are automatic test
equipment and ground support
equipment that require rugged
construction and that will

H Strength

The Test-Flex™ construction
offers superior resislance to
mechanical abuse in terms
of pull strength, strain and
crush strength.

® Flex Life

Total composite conduit
design, convoluted
Fluaropolymer liner, optimized
braid patterns, and jacket
seleclion maximizes Mexibility.

withstand physical abuse while
still offering Nexibility and
EMI shielding.

The proven construction of
Test-Flex™ conduit is based on
convoluted Tefzel inner liner,
one layer tin coated copper
braid, one layer Phosphor
bronze braid and an outer
neoprene jacket.

® EMI Shielding
Optimized metallic braid

provides EMI protection.

B Choice of Lengths
Test-Flex™ is available in
continuous or customer
specified lengths.

B Environmental
Protection

System design offers
environmental protection and
can be adjusted to meet a
variety of environmental

requirements.

TEST-FLEX™

Composite conduit for
sirength, Mexibility and
EMI shielding

Test-Flex™ conduit along with
a complete range of adaplers
and fittings is a componenl
part of ICORE's System 50—
one of the most versatile
harness systems availahle —

which offers:

B Re-enterability

Rapid, uncomplicated access
to wire via threaded end
fittings allow change, addition
and repair in the field without
compromising electrical,
mechanical or environmental

protection integrity.

B Versatility

Test-Flex™ construction and
system configuration can be
adapled to meet specific
application requirements.






