ICORE m

ICORE Zeta-Flex™ is a
composite conduit designed
for a variety of applications
which require maximum
shielding/signal emission
protection, flexibility and
mechanical strength. Specific
applications for this conduit

B Shielding & Security
Optimized metallic braid (as
single or multiple layers)
provides EMI & EMP protection,
as well as security from stray
signal emission affording
Tempest protection.

® Flexibility

A total composite conduit
design — convoluted
Fluoropolymer liner, optimized
braid pattern, jacket
selection —with maximum
flexibility.

construction are C*l programs
where maximum performance
reliability and survivability

are prerequisites.

The proven Zeta-Flex™ conduit
construction is based on
convoluted Tefzel inner liner,
with one, two or three layers

B Versatility

Zeta-Flex™ construction and
system configuration can
be adapted to meet specific
application requirements.

B Re-enterability

Rapid, uncomplicated access
to wire, via threaded end
fittings, allows change,
addition and repair in the field
without compromising
electrical, mechanical or
environmental protection
integrity.

ZETA-FLEX™

Composite conduit for elec-
trical security, flexibility &
mechanical protection

of optimized tin coated copper
braid and an outer neoprene
jackel.

Zeta-Flex™ conduit along with
a complete range of adapters
and fittings is part of ICORE's
System 50 — One of the most
versatile harmess systems
available —which offers:

B Environmental
Protection

Systemn design offers
environmental protection and
can be adapted to meet a
variely of environmental
requirements.

B Choice of Lengths
Zeta-Flex™ is available in
continuous or customer
specified lengths.






